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film transistor are provided. The manufacturing method ofthe
low temperature polycrystalline silicon thin film comprises:
forming an amorphous silicon thin film on a substrate; and
performing a rapid thermal annealing (RTA) process on the
amorphous silicon thin film for several times at a predeter-
mined temperature to form the low temperature polycrystal-
line silicon thin film, wherein the predetermined temperature
is lower than a conventional RTA crystallization temperature.
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1
MANUFACTURING METHOD OF LOW
TEMPERATURE POLYCRYSTALLINE
SILICON THIN FILM AND
MANUFACTURING METHOD OF THIN FILM
TRANSISTOR

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is based on International Application No.
PCT/CN2013/076884 filed on Jun. 6, 2013, which claims
priority to  Chinese National Application No.
201310108582.0 filed on Mar. 29, 2013. The entire contents
of each and every foregoing application are incorporated
herein by reference.

TECHNICAL FIELD

Embodiments of the invention relate to a manufacturing
method of a low temperature polycrystalline silicon thin film
and a manufacturing method of a thin film transistor.

BACKGROUND

Due to regular atomic arrangement, high carrier mobility
(10-300 cm?/Vs) and high drive current, low temperature
polycrystalline silicon (LTPS) accelerates the response of
liquid crystal, shortens the volume of thin film transistor
(TFT) and increases the light transmission area of pixel so
that higher brightness and higher resolution can be obtained.
Therefore, the LTPS is widely adopted in the thin film tran-
sistor to form an active layer.

In a conventional method of realizing crystallization of
amorphous silicon by a rapid thermal annealing (RTA) pro-
cess to form polycrystalline silicon, the RTA is performed
under a temperature range around 750° C. However, a soft-
ening temperature of a normal glass substrate is about 700°
C., and thus the crystallization of amorphous silicon cannot
be performed on the normal glass substrate. In addition, in the
case of high-temperature crystallization, crystal nucleus is
excessive, which is not favorable for the formation of crystal
gains with large size. In addition, the high-temperature crys-
tallization increases the internal stress of a film, which results
in more crystal defects.

Therefore, the polycrystalline silicon thin film formed by
the conventional RTA process is small in size, uneven in
distribution and high in film roughness, which will result in
the decline of the electric properties (such as mobility, leak-
age current, mobility uniformity, uniformity of threshold
voltage, etc.) of the low temperature polycrystalline silicon
thin film transistor.

SUMMARY

According to some embodiments, a manufacturing method
of'a low temperature polycrystalline silicon thin film is pro-
vided. The method comprises: forming an amorphous silicon
thin film on a substrate; and performing a rapid thermal
annealing (RTA) process on the amorphous silicon thin film
for several times at a predetermined temperature to form the
low temperature polycrystalline silicon thin film, wherein the
predetermined temperature is lower than a conventional RTA
crystallization temperature.

According to some embodiments, a manufacturing method
of a thin film transistor is provided. The method comprises:
forming a buffer layer on a substrate; forming a low tempera-
ture polycrystalline silicon thin film on the buffer layer by
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using a method as described above; patterning the low tem-
perature polycrystalline silicon thin film to form an active
layer comprising a source region, a drain region and a channel
region; forming a gate insulation layer on the channel region,
and forming a gate electrode on the gate insulation layer;
doping impurities into the source region and the drain region
by an ion implantation method, and forming an interlayer
insulation layer on the gate electrode; and forming a source
electrode and a drain electrode on the substrate on which the
interlayer insulation layer has been formed.

According to some embodiments, a manufacturing method
of a thin film transistor is provided. The method comprises:
forming a buffer layer on a substrate; forming a gate electrode
on the buffer layer, and forming a gate insulation layer on the
gate electrode; forming a low temperature polycrystalline
silicon thin film on the gate insulation layer by using a method
as described above; patterning the low temperature polycrys-
talline silicon thin film to form an active layer comprising a
source region, a drain region and a channel region; doping
impurities into the source region and the drain region by an
ion implantation method, and forming an interlayer insula-
tion layer on the active layer; and forming a source electrode
and a drain electrode on the substrate on which the interlayer
insulation layer has been formed.

BRIEF DESCRIPTION OF THE DRAWINGS

In order to clearly illustrate the technical solution of the
embodiments of the invention, the drawings of the embodi-
ments will be briefly described in the following; it is obvious
that the described drawings are only related to some embodi-
ments of the invention and thus are not limitative of the
invention.

FIG. 11s a flowchart illustrating a manufacturing method of
a low temperature polycrystalline silicon thin film according
to embodiments of the invention;

FIG. 2 is a schematic view illustrating that an amorphous
silicon thin film is deposited on a substrate according to
embodiments of the invention;

FIG. 3 is a schematic view illustrating that hydrogen is
removed from the amorphous silicon thin film according to
embodiments of the invention;

FIG. 4 is a schematic view illustrating crystal grains after
performing a rapid thermal annealing process for several
times according to embodiments of the invention;

FIG. 5 is a schematic view illustrating that the crystal
grains grow to have a large size according to embodiments of
the invention;

FIG. 6 is a structural schematic view illustrating a thin film
transistor according to embodiments of the invention;

FIG. 7 is a schematic view illustrating that 30 display
panels are formed on the substrate according to embodiments
of the invention; and

FIG. 8 is a schematic view illustrating an [-V characteristic
of the thin film transistor according to embodiments of the
invention.

DESCRIPTION OF THE EMBODIMENTS

In order to make objects, technical details and advantages
of the embodiments of the invention apparent, the technical
solutions of the embodiment will be described in a clearly and
fully understandable way in connection with the drawings
related to the embodiments of the invention. It is obvious that
the described embodiments are just a part but not all of the
embodiments of the invention. Based on the described
embodiments herein, those skilled in the art can obtain other
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embodiment(s), without any inventive work, which should be
within the scope of the invention.

Embodiments of the invention provide a manufacturing
method of a low temperature polycrystalline silicon thin film
and a manufacturing method of a thin film transistor, which
can form a uniform polycrystalline silicon thin film having a
high mobility on a normal glass substrate so that the electric
properties of the thin film transistor can be improved.

FIG.11is aflowchart illustrating a manufacturing method of
a low temperature polycrystalline silicon thin film according
to an embodiment of the invention. As shown in FIG. 1, the
method comprises:

Step 101: forming an amorphous silicon thin film on a
substrate;

Step 102: performing a rapid thermal annealing (RTA)
process on the amorphous silicon thin film for several times at
a predetermined temperature to form the low temperature
polycrystalline silicon thin film, wherein the predetermined
temperature is lower than a conventional RTA crystallization
temperature.

The conventional
is 750° C.

Furthermore, in an example, the substrate is cleaned before
the step 101 so as to keep it clean.

Furthermore, in an example, the step 101 comprises: form-
ing a buffer layer on the substrate; and depositing the amor-
phous silicon thin film on the buffer layer by a plasma
enhanced chemic vapor deposition (PECVD) method.

Furthermore, in an example, the step 102 comprises: per-
forming the rapid thermal annealing process on the amor-
phous silicon thin film for at least three times under a tem-
perature range of 600-670° C., wherein the rapid thermal
annealing process at each time is performed for no more than
30 s and is followed by a cooling process to cool the substrate
to a room temperature.

Furthermore, in an example, before the step 102 is per-
formed, the method further comprises: performing a thermal
treatment on the amorphous silicon thin film for 1-2 hours
under a temperature range of 400-500° C.

Furthermore, in an example, after the step 102 is per-
formed, the method further comprises: performing a thermal
treatment on the low temperature polycrystalline silicon thin
film for at least 3 hours under a temperature range of 400-
500° C.

The conventional crystallization by the RTA process
undergoes the annealing under the temperature range around
750° C. However, the softening temperature of the normal
glass substrate is about 700° C., and thus the crystallization of
the amorphous silicon cannot be performed on the normal
glass substrate. In addition, in the case of high-temperature
crystallization, crystal nucleus is excessive, which is not
favorable for the formation of the crystal gains with large size.
Inaddition, the high-temperature crystallization increases the
internal stress of the film, which results in more crystal
defects.

The manufacturing method of the low temperature poly-
crystalline silicon thin film according to the embodiment of
the invention performs the rapid thermal annealing process on
the amorphous silicon thin film for several time under the
temperature lower than the conventional RTA crystallization
temperature, so that the crystallization temperature can be
reduced, the crystallization can be performed on the normal
glass substrate and the manufacturing cost of the low tem-
perature polycrystalline silicon thin film can be decreased. In
addition, by performing the rapid thermal annealing pro-
cesses for several times under the temperature lower than the
conventional RTA crystallization temperature, the crystal

RTA crystallization temperature
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grains of the polycrystalline silicon thin film becomes uni-
form and the internal stress of the polycrystalline silicon thin
film is decreased, so that the crystal defect of the polycrys-
talline silicon thin film can be reduced, the mobility of the
polycrystalline silicon thin film can be increased and the
electric properties of the thin film transistor can be improved.

Hereinafter, the manufacturing method of the low tempera-
ture polycrystalline silicon thin film according to the embodi-
ment of the invention will be explained in detail in reference
to FIG. 2-FIG. 4. As shown in FIG. 2-FIG. 4, the manufac-
turing method comprises the following steps.

S1: depositing the buffer layer on the substrate.

In an example, the substrate is the normal glass substrate.
In an example, before the step S1 is performed, the substrate
is cleaned so as to keep it clean.

For example, the buffer layer is a composite bufter layer
made of a SiN, layer and a SiO, layer. In this case, the step S1
comprises: depositing the SiN, layer with a thickness of
50-150 nm (it should be noted that, the thickness can be
selected according to the practical requirements) on the sub-
strate by the PECVD method or other deposition methods;
and depositing the SiO, layer with a thickness of 100-350 nm
(it should be noted that, the thickness can be selected accord-
ing to the practical requirements) by the PECVD method or
other deposition methods. Thus, the composite buffer layer is
formed on the substrate.

Alternatively, the buffer layer merely is the SiO, layer or
the SiN_ layer.

S2: depositing the amorphous silicon thin film on the buffer
layer.

As shown in FIG. 2, the amorphous silicon thin film is
deposited on the buffer layer by the PECVD method. For
example, the amorphous silicon thin film has a thickness of 50
nm, and the thickness of the amorphous silicon thin film can
be selected according to the practical requirements. For
example, the step S2 is performed under the following con-
ditions: the flow ratio of reaction gases is SiH,/H,=100-250
sccm/500-1250 scem; the radio-frequency power is 80-120
W, the pressure in deposition chamber is 1800-2200 mtorr
and the temperature is 380-400° C. In the step S2, the formed
amorphous silicon thin film 2 contains hydrogen 3.

S3: performing the thermal treatment on the amorphous
silicon thin film to remove hydrogen from the amorphous
silicon thin film.

As shown in FIG. 3, hydrogen is removed from the amor-
phous silicon thin film. For example, the thermal treatment is
performed on the amorphous silicon thin film for 1-2 hours
under a temperature range of 400-500° C. For example, the
thermal treatment is performed on the amorphous silicon thin
film for 1.5 hours under 450° C. in an annealing furnace. By
removing hydrogen from the amorphous silicon thin film, the
adverse influence of hydrogen on the crystallization in the
following rapid thermal annealing process can be avoided.

S4: performing the rapid thermal annealing process on the
amorphous silicon thin film for several times under the pre-
determined temperature to form the low temperature poly-
crystalline silicon thin film, wherein the predetermined tem-
perature is lower than the conventional RTA crystallization
temperature.

For example, the rapid thermal annealing process is per-
formed on the amorphous silicon thin film for at least three
times under the temperature range of 600-670° C., wherein
the rapid thermal annealing process at each time is performed
for no more than 30 s and is followed by the cooling process
to cool the substrate to the room temperature. As shown in
FIG. 4, the reference number 4 represents the crystal grains of
the low temperature polycrystalline silicon thin film that is
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formed in step S4. The manufacturing method of the low
temperature polycrystalline silicon thin film according to the
embodiment of the invention performs the rapid thermal
annealing process on the amorphous silicon thin film for
several time under the temperature lower than the conven-
tional RTA crystallization temperature, so that the crystalli-
zation temperature can be reduced, the crystallization can be
performed on the normal glass substrate and the manufactur-
ing cost of the low temperature polycrystalline silicon thin
film can be decreased. In addition, by performing the rapid
thermal annealing processes for several times under the tem-
perature lower than the conventional RTA crystallization tem-
perature, the crystal grains of the polycrystalline silicon thin
film becomes uniform and the internal stress of the polycrys-
talline silicon thin film is decreased, so that the crystal defect
of'the polycrystalline silicon thin film can be reduced and the
mobility of the polycrystalline silicon thin film can be
increased.

S5: performing the thermal treatment on the low tempera-
ture polycrystalline silicon thin film.

For example, the thermal treatment is performed on the low
temperature polycrystalline silicon thin film for at least 3
hours under the temperature range of 400-500° C. For
example, the thermal treatment is performed on the low tem-
perature polycrystalline silicon thin film for 3 hours under
450° C.

After the crystal nucleuses are formed, the growth of the
crystal grains can be promoted if the thermal treatment is
performed on the low temperature polycrystalline silicon thin
film. In this case, crystallization of the amorphous silicon thin
film into the polycrystalline silicon thin film comprises two
obvious stages: nucleation and growth, so that not only the
crystal nucleuses can be uniformly formed, but also the crys-
tal grains with large size can be obtained. As shown in FIG. 5,
the polycrystalline silicon thin film in which the crystal grains
have the size of about 200 nm is finally formed after the
growth of the crystal grains 4. The increase of the size of the
crystal grains can further improve the mobility of the poly-
crystalline silicon thin film and enhance the electric proper-
ties of the thin film transistor.

An embodiment of the invention provides a manufacturing
method of a thin film transistor. The manufacturing method of
the thin film transistor comprises the following steps.

Step 1: forming the buffer layer on the substrate.

For example, the buffer layer is the composite buffer layer
made of the SiN,_ layer and the SiO, layer. For example, the
SiN, layer with the thickness of 50-150 nm (it should be noted
that, the thickness can be selected according to the practical
requirements) is firstly deposited on the substrate by the
PECVD method or other deposition methods, and then the
Si0, layer with the thickness of 100-350 nm (it should be
noted that, the thickness can be selected according to the
practical requirements) is deposited by the PECVD method
or other deposition methods. Thus, the composite buffer layer
is formed on the substrate. Alternatively, the buffer layer
merely is the SiO, layer or the SiN_ layer.

Step 2: depositing the amorphous silicon thin film on the
buffer layer.

The amorphous silicon thin film is deposited on the buffer
layer by the PECVD method. For example, the amorphous
silicon thin film has the thickness of 50 nm, and the thickness
of the amorphous silicon thin film can be selected according
to the practical requirements. For example, the step S2 is
performed under the following conditions: the flow ratio of
reaction gases is SiH,/H,=100-250 sccm/500-1250 sccm; the
radio-frequency power is 80-120 W, the pressure in deposi-
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tion chamber is 1800-2200 mtorr and the temperature is 380-
400° C. Inthe step S2, the formed amorphous silicon thin film
contains hydrogen.

Step 3: performing the rapid thermal annealing process on
the amorphous silicon thin film for several times by a RTA
equipment under the temperature lower than the conventional
RTA crystallization temperature to form the low temperature
polycrystalline silicon thin film, and patterning the low tem-
perature polycrystalline silicon thin film to form an active
layer comprising a source region, a drain region and a channel
region.

For example, hydrogen in the amorphous silicon thin film
is firstly removed. For example, the thermal treatment is
performed on the amorphous silicon thin film for 1-2 hours
under the temperature range of 400-500° C. so as to remove
hydrogen from the amorphous silicon thin film. For example,
the thermal treatment is performed on the amorphous silicon
thin film for 1.5 hours under 450° C. in the annealing furnace.
By removing hydrogen from the amorphous silicon thin film,
the adverse influence of hydrogen on the crystallization in the
following rapid thermal annealing process can be avoided.

Then, the rapid thermal annealing process is performed on
the amorphous silicon thin film for at least three times under
the temperature range of 600-670° C. to form the low tem-
perature polycrystalline silicon thin film, wherein the rapid
thermal annealing process at each time is performed for no
more than 30 s and is followed by the cooling process to cool
the substrate to the room temperature. Next, the thermal treat-
ment is performed on the low temperature polycrystalline
silicon thin film for at least 3 hours under the temperature
range of 400-500° C.

Then, the low temperature polycrystalline silicon thin film
is patterned by using a mask plate to form the active layer
comprising the source region, the drain region and the chan-
nel region.

Step 4: forming a gate insulation layer on the channel
region, and forming a gate electrode on the gate insulation
layer.

For example, the SiN_layer or the SiO, layer is deposited
on the channel region by the PECVD method or other depo-
sition methods to form the gate insulation layer. For example,
the gate electrode is formed on the gate insulation layer by a
sputtering method.

Step 5: doping impurities into the source region and the
drain region by an ion implantation method, and forming an
interlayer insulation layer on the gate electrode.

For example, the SiN_ layer or the SiO, layer is deposited
on the gate electrode by the PECVD method or other depo-
sition methods to form the interlayer insulation layer.

Step 6: forming a source electrode and a drain electrode on
the substrate on which the interlayer insulation layer has been
formed.

For example, the source electrode and the drain electrode
are formed by the sputtering method on the substrate on
which the interlayer insulation layer has been formed. The
source electrode and the drain electrode are respectively con-
nected to the source region and the drain region of the active
layer through via holes penetrating through the interlayer
insulation layer and the gate insulation layer.

The thin film transistor manufactured by the above-de-
scribed method is of top-gate type. In addition, in the above-
described manufacturing method of the thin film transistor,
the method of forming the low temperature amorphous sili-
con thin film on the substrate is the same as the above-
described manufacturing method of the low temperature
polycrystalline silicon thin film.
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The thin film transistor manufactured by the above manu-
facturing method has a structure as shown in FIG. 6.

An embodiment of the invention further provides a manu-
facturing method of a thin film transistor. The method com-
prises the following steps.

Step 1: forming the buffer layer on the substrate.

For example, the buffer layer is the composite buffer layer
made of the SiN,_ layer and the SiO, layer. For example, the
SiN, layer with the thickness of 50-150 nm (it should be noted
that, the thickness can be selected according to the practical
requirements) is firstly deposited on the substrate by the
PECVD method or other deposition methods, and then the
Si0, layer with the thickness of 100-350 nm (it should be
noted that, the thickness can be selected according to the
practical requirements) is deposited by the PECVD method
or other deposition methods. Thus, the composite buffer layer
is formed on the substrate. Alternatively, the buffer layer
merely is the SiO, layer or the SiN_ layer.

Step 2: forming the gate electrode and the gate insulation
layer on the buffer layer.

For example, the gate electrode is formed on the buffer
layer by the sputtering method, and the SiN_ layer or the SiO,
layer is deposited by the PECVD method or other deposition
methods to form the gate insulation layer. In some embodi-
ments, since the gate insulation layer and the buffer layer are
made from same materials, merely the gate insulation layer is
formed before the formation of the amorphous silicon thin
film, that is, the bufter layer is omitted.

S3: depositing the amorphous silicon thin film on the gate
insulation layer.

The amorphous silicon thin film is deposited on the gate
insulation layer by the PECVD method. For example, the
amorphous silicon thin film has the thickness of 50 nm, and
the thickness of the amorphous silicon thin film can be
selected according to the practical requirements. For
example, the step S3 is performed under the following con-
ditions: the flow ratio of reaction gases is SiH,/H,=100-250
sccm/500-1250 scem; the radio-frequency power is 80-120
W, the pressure in deposition chamber is 1800-2200 mtorr
and the temperature is 380-400° C. In the step S3, the formed
amorphous silicon thin film contains hydrogen.

Step 4: performing the rapid thermal annealing process on
the amorphous silicon thin film for several times by the RTA
equipment under the temperature lower than the conventional
RTA crystallization temperature to form the low temperature
polycrystalline silicon thin film, and patterning the low tem-
perature polycrystalline silicon thin film to form the active
layer comprising the source region, the drain region and the
channel region.

For example, hydrogen in the amorphous silicon thin film
is firstly removed. For example, the thermal treatment is
performed on the amorphous silicon thin film for 1-2 hours
under the temperature range of 400-500° C. so as to remove
hydrogen from the amorphous silicon thin film. For example,
the thermal treatment is performed on the amorphous silicon
thin film for 1.5 hours under 450° C. in the annealing furnace.
By removing hydrogen from the amorphous silicon thin film,
the adverse influence of hydrogen on the crystallization in the
following rapid thermal annealing process can be avoided.

Then, the rapid thermal annealing process is performed on
the amorphous silicon thin film for at least three times under
the temperature range of 600-670° C. to form the low tem-
perature polycrystalline silicon thin film, wherein the rapid
thermal annealing process at each time is performed for no
more than 30 s and is followed by the cooling process to cool
the substrate to the room temperature. Next, the thermal treat-
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ment is performed on the low temperature polycrystalline
silicon thin film for at least 3 hours under the temperature
range of 400-500° C.

Then, the low temperature polycrystalline silicon thin film
is patterned by using the mask plate to form the active layer
comprising the source region, the drain region and the chan-
nel region.

Step 5: doping impurities into the source region and the
drain region by the ion implantation method, and forming the
interlayer insulation layer on the active layer.

For example, the SiN_ layer or the SiO, layer is deposited
onthe active layer by the PECVD method or other deposition
methods to form the interlayer insulation layer.

Step 6: forming the source electrode and the drain elec-
trode on the substrate on which the interlayer insulation layer
has been formed.

For example, the source electrode and the drain electrode
are formed by the sputtering method on the substrate on
which the interlayer insulation layer has been formed. The
source electrode and the drain electrode are respectively con-
nected to the source region and the drain region of the active
layer through via holes penetrating through the interlayer
insulation layer.

The thin film transistor manufactured by the above-de-
scribed method is of bottom-gate type. In addition, in the
above-described manufacturing method of the thin film tran-
sistor, the method of forming the low temperature amorphous
silicon thin film on the substrate is the same as the above-
described manufacturing method of the low temperature
polycrystalline silicon thin film.

As shown in FIG. 7, multiple display panels are formed on
the substrate by using the manufacturing method of the thin
film transistor according to the embodiments of the invention.
For example, 30 display panels which are uniformly arranged
are formed on the substrate, and 15 test points were taken
from the entire substrate. For example, the 15 test points were
respectively taken from the display panels numbered as 1, 3,
5,7,9,11,13,15,17,19, 21, 23, 25, 27, 29, and the thin film
transistor at each of the 15 test points was tested to obtain [-V
characteristic of the thin film transistor shown in FIG. 8. As
shown in FIG. 8, the transverse axis represents the gate volt-
age of the thin film transistor and the vertical axis represents
the source-drain current of the thin film transistor. It can be
seen from FIG. 8 that the I-V curves of the thin film transistors
atthe 15 test points have the same trend. Accordingly, the thin
film transistors manufactured by the method according to the
embodiments of the invention have uniform characteristics
and are easy to be driven.

The foregoing embodiments merely are exemplary
embodiments of the invention, and not intended to define the
scope of the invention, and the scope of the invention is
determined by the appended claims.

What is claimed is:
1. A manufacturing method of a low temperature polycrys-
talline silicon thin film, comprising:

forming an amorphous silicon thin film on a substrate; and

performing a first thermal treatment on the amorphous
silicon thin film under a temperature range of 400-
500° C.;

performing a rapid thermal annealing (RTA) process on the
amorphous silicon thin film for several times at a prede-
termined temperature followed by a cooling process to
cool the substrate to aroom temperature each cycle, so as
to form the low temperature polycrystalline silicon thin
film, wherein the predetermined temperature is lower
than 750° C; and
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performing a second thermal treatment on the low tempera-
ture polycrystalline silicon thin film under a temperature
range of 400-500° C. for at least 3 hours.

2. The manufacturing method of the low temperature poly-
crystalline silicon thin film according to claim 1, wherein the
forming the amorphous silicon thin film on the substrate
comprises:

forming a buffer layer on the substrate; and

forming the amorphous silicon thin film on the buffer layer.

3. The manufacturing method of the low temperature poly-
crystalline silicon thin film according to claim 2, wherein
before the forming the buffer layer on the substrate, the
method further comprises: cleaning the substrate.

4. The manufacturing method of the low temperature poly-
crystalline silicon thin film according to claim 1, wherein

the RTA process performed on the amorphous silicon thin

film is under a temperature range of 600-670° C. for no
more than 30 s.
5. The manufacturing method of the low temperature poly-
crystalline silicon thin film according to claim 4, wherein the
first thermal treatment performed on the amorphous silicon
thin film is lasted for 1-2 hours.
6. The manufacturing method of the low temperature poly-
crystalline silicon thin film according to claim 5, wherein the
first thermal treatment is performed to remove hydrogen from
the amorphous silicon thin film.
7. A manufacturing method of a thin film transistor, com-
prising:
forming a buffer layer on a substrate;
forming a low temperature polycrystalline silicon thin film
on the buffer layer by using a method according to claim
1

patterning the low temperature polycrystalline silicon thin
film to form an active layer comprising a source region,
a drain region and a channel region;

forming a gate insulation layer on the channel region, and

forming a gate electrode on the gate insulation layer;
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doping impurities into the source region and the drain
region by an ion implantation method, and forming an
interlayer insulation layer on the gate electrode; and

forming a source electrode and a drain electrode on the
substrate on which the interlayer insulation layer has
been formed.

8. A manufacturing method of a thin film transistor, com-
prising:

forming a buffer layer on a substrate;

forming a gate electrode on the buffer layer, and forming a

gate insulation layer on the gate electrode;
forming a low temperature polycrystalline silicon thin film
on the gate insulation layer by using a method according
to claim 1;

patterning the low temperature polycrystalline silicon thin
film to form an active layer comprising a source region,
a drain region and a channel region;

doping impurities into the source region and the drain
region by an ion implantation method, and forming an
interlayer insulation layer on the active layer; and

forming a source electrode and a drain electrode on the
substrate on which the interlayer insulation layer has
been formed.

9. The manufacturing method of the low temperature poly-
crystalline silicon thin film according to claim 1, wherein
before the forming the amorphous silicon thin film on the
substrate, the method further comprises: cleaning the sub-
strate.

10. The manufacturing method of the low temperature
polycrystalline silicon thin film according to claim 1, wherein
the first thermal treatment is performed to remove hydrogen
from the amorphous silicon thin film.

11. The manufacturing method of the low temperature
polycrystalline silicon thin film according to claim 1, wherein
the second thermal treatment is performed so that a growth of
crystal grains of the low temperature polycrystalline silicon
thin film is promoted.
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